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Range Summary

EA

General Specifications

EA-5 200 130 5.11 279 11.0 475 18.7 27.2 60.0 29.0 63.9 9.5 21 7.8 2.1

EA-7 270 130 5.11 279 11.0 475 18.7 31.8 70.1 34.0 75.0 8.6 19 7.1 1.9

EA-9 350 130 5.11 279 11.0 475 18.7 36.7 80.9 39.0 86.0 7.7 17 6.4 1.7

EA-11 440 168 6.61 279 11.0 475 18.7 45.8 101 49.4 109 10.9 24 9.0 2.4

EA-13 535 168 6.61 279 11.0 475 18.7 50.3 111 54.0 119 9.1 20 7.5 2.0

EA-15 620 206 8.1 279 11.0 475 18.7 61.7 136 66.2 146 13.2 29 10.8 2.9

EA-17 710 206 8.1 279 11.0 475 18.7 66.7 147 70.8 156 12.2 27 10.1 2.7

EA-19 800 257 10.1 279 11.0 475 18.7 78.5 173 82.6 182 17.7 39 14.6 3.9

EA-21 890 257 10.1 279 11.0 475 18.7 82.6 182 87.5 193 16.3 36 13.5 3.6

Nominal Dimensions Typical Weights

TYPE* NOM. Length** Width Height Unpacked Domestic Packed Electrolyte Only / 1.215 S.G.
Ah

mm in mm in mm in kg lbs kg lbs kg lbs l galCAP.1

* Suffix number indicates total plates per cell.  

** 0.25” must be added between cells for spacing purposes when calculating total battery rack length.

Constant Current

Type 
1 15 30 1 1.5 2 3 4 5 8 10 12 24

EA-5 200 408 213 167 136 100 80 67 51 42 35 25 20 18 10

EA-7 270 612 320 250 204 150 118 98 73 59 49 33 28 24 13

EA-9 350 816 427 334 272 200 158 130 97 78 65 44 37 31 17

EA-11 440 1020 534 417 340 250 197 163 122 98 82 56 46 39 22

EA-13 535 1224 640 500 408 300 237 196 146 117 98 67 55 47 26

EA-15 620 1428 747 584 476 350 276 228 170 137 114 78 64 55 30

EA-17 710 1632 854 667 544 400 316 261 195 156 131 89 74 63 34

EA-19 800 1836 960 751 612 450 355 294 219 176 147 100 83 71 39

EA-21 890 2040 1067 834 680 500 395 326 243 195 163 111 92 79 43

Minutes Hours

Discharge Rates in Amperes** to 1.75Vpc at 25˚C (77˚F)*

Discharge Rates in Amperes** to 1.81Vpc at 25˚C (77˚F)*

NOM.
Ah

CAP.1

1 MIN
to

1.50 VPC2

EA-5 165 136 114 86 71 61 48 40 34 24 20 18 10

EA-7 248 204 170 129 104 87 66 54 46 32 27 23 13

EA-9 330 272 227 172 138 116 88 72 61 43 36 31 17

EA-11 413 340 284 215 173 145 110 90 77 54 45 38 21

EA-13 495 407 341 258 207 174 132 108 92 64 54 46 25

EA-15 578 475 397 301 242 203 155 126 107 75 63 54 29

EA-17 660 543 454 344 277 232 177 144 122 86 72 61 34

EA-19 743 611 511 387 311 261 199 162 138 96 80 69 38

EA-21 825 679 568 430 346 290 221 180 153 107 89 77 42

*Values listed represent 100% of the cell’s capacity. Initial capacity shall be a minimum of 90% of these values per IEEE 450.  
**1.215 S.G. electrolyte at 770F (250C) includes intercell connector.

1Nominal AMP hour capacity at the 8 hour rate.
2One minute rates to 1.50 VPC should only be used for short circuit calculations and not as performance data.

All data subject to change without notice.




